Series: THERMAL-EXHAUST-UNIT FMBT FIsCHBACH

with Freewheeling impeller with Luft- und Ventilatorentechnik GmbH
backward curved blades

Type: FMBT630 D-K2 E—P <o

c € -conform

manufacturer:

Fischbach Luft- und Ventilatorentechnik GmbH
Am Hellerberg 22-24

D-57290 Neunkirchen

phone: ++49(0)2735/777-0
telefax: ++49(0)2735/770-625
internet: www.fischbach-luft.de
email: info@fischbach-luft.de
- 0820 =

Technical Data

weight: (k)

material housing:

material impeller: ©9Q
.............................................................................. 588
direction of rotation

motor-protection class

insulation class

motor protection i ]
.............................................................................. ,

connection plan

00,0 (o,

11 L2 B3 PE PTC L1 L2 B PE PTC
3 x 400V 3 x 690V
D Schaltung Y Schaltung
Delta connection Star connection
Branchement en triangle Branchement en é&toile

Drehrichtungsianderung durch Vertauschen von 2 Phasen
Changing of direction of rotaticn by interchanging of two phases
Changment de sens de rotation par inversion de deux phases

Typenschild beachten! See label! Voir plaquette!

the silent one




Series: THERMAL-EXHAUST-UNIT FMBT

with Freewheeling impeller with
backward curved blades

FIsCcCHBACH

Luft- und Ventilatorentechnik GmbH

Erp 2013 2015 2018 ErP-Data:
total efficiency fan (n.): (%) 51,3
Performance data installation category: A
efficiency category: static
main voltage: (V) 400 (3~) efficiency grade: N (%) 62
frequency ....................... ( HZ)50 target efﬁCienCy (ntarget): (%)
.............................................................................. speed controller no
currentmax.: ... B 8,2 year of manufacturing since 2015
powerinputmax: (kW) 48 T D720 Neunkiohen | R, S04 Stoen ..
air flow volume max.:  (m?%h) 14663  order no. 18072570
statical pressure max.: (Pa) 1170  power input: (kW) 4,3
speed max.: (TPM) 1465 air flow volume: (m?h) 8065
max. air flow temperature:  (°C) ... +100  statical pressure: (Pa) 984
.............................................................................. speed: (rpm) 1464
capacitor: .| WF) o - specific ratio: 1
disasseming/recycingldisposal: see page decommission
installation/operation/maintenance: see operating and mounting instructions |
measurement for determination of efficiency without additional items,
s 6000
D_w IR RN RN NI NN NN
= 4000 A
g >~
= 2000 £
S
8 0
1400
£ 1200
n% 1000 +tesieees \;\
(0] .
- 800 \
4 600 \\
T 400 \
g \
g 200 \
0 \
0 5000 10000 15000 20000

air flow volume V [m?h]

Speed controller / accessories / sound data, upon request
Technical documentation according to page: General information

FMBT 2



