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Diagram overview (standard wing angle)
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el.Leistung / electrical power P, (W)

Controller

Fan control with Typ order-No
AW315/EM15

AW350/EM15 FISCHBACH-EC-Regler 230V F-EC 0.5 63002
AW420/EM15

AWS500/EM35 FISCHBACH-frequency converter 230V FFU1-21-1,5 63710
AW500/DM500 FISCHBACH-frequency converter 400V FFU3-21-1,5 63740
AW560/EM850 FISCHBACH-frequency converter 230V FFU1-21-2,2 63720
AW560/DM850 FISCHBACH-frequency converter 400V FFU3-21-2,2 63750
AWG630/EM850 FISCHBACH-frequency converter 230V FFU1-21-2,2 63720
AW630/DM850 FISCHBACH-frequency converter 400V FFU3-21-2,2 63750
AWG630/DM1 FISCHBACH-frequency converter 400V FFU3-21-4 63760
FISCHBACH-Pre-set 0-10V (optional accessories) FS 10 69460
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Series:  AXIAL-FAN Type A/AW ~FISCHBACH
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Dimensions (standard wing angle)
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Fan A|lB|C|(D|E|F|G|di|{M|[O|d2{H | L | N| d3
fig1| fig2|fig3

AW 315/EM15 430) 82 | 163 | 11 | 317|350 (380 9 | 397 (380 | 9 |377|317|356 |10H13} 8 | 7,5 | 11,5

AW 350/EM15 485( 86 | 157 | 12| 357 (400 |435| 9 | 460|442 | 9 | 417|357 395 |10H13| 11 | 9,8 | 14

AW 420/EM15 575|120 [ 171 | 16 | 427 | 510 | 535 | 11 | 607 | 578 | 11 | 507 | 427 | 487 [10H13| 14 [12,8] 17

AW 500/EM35
AW500/DM500 655|120 [ 174 | 16 | 504 | 560 [ 615 | 11 | 657 | 628 | 11 [ 564 | 504 | 541 [10H13| 20 [18,4]| 21
AW 560/EM850
AW 560/DM850 725|120 [ 154 [ 16 | 559 | 625 | 675 | 11 | 707 [ 678 | 11 | 633 [ 559 | 605 |10H13| 27 |25,5|29,5
AW 630/EM850

AW 630/DM850 805| 150 [ 184 | 20 | 635 | 700 [ 750 | 11 | 840 | 790 [ 11 [ 695 | 635 | 674 [10H13| 30 |28,7]|31,5
AW 630/DM1
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