
FISCHBACH
Luft- und Ventilatorentechnik GmbH

E1 500 18062013 3.0 18063006

E15 500 18062013 3.0 18063006

E25 
+ FMBT.../E35 + FEB.../E35 500 18062013 5.0 18063007

E35 
+ FMBT.../E80 + FEB.../E80 700 18062024 5.0 18063007

E65 700 18062024 10.0 18063004

E80 1000 18062044 10.0 18063004

2xE65  -  - 

2xE80  -  - 

D500 
+ FMBT.../D850, D1 + FEB...D850,D1 4.0/3 18061813  -  - 

D850 7.0/3 18062025  -  - 

D1 7.0/3 18062025  -  - 

2xD1
7.0/3 (2x) 
od./or/ou

14.0/3 (1x)

18062025
18061853  -  - 

D2 
+ FEB.../D2.5 10.0/3 18061833  -  - 

D2.5 14.0/3 18061853  -  -  

2xD2.5
14.0/3 (2x) 
od./or/ou

24.0/3 (1x)

18061853
18061773  -  - 

D5 24.0/3 18061773  -  - 

2xD5  -  -  -  - 

TD10  -  -  -  - 

FISCHBACH - Speed-Controller  
 - assignment -

motor-type  speed controller, 
stepwise

speed controller, electro-
nical

FDR-B order-no. FRE-B order-no.

E... = alternation current 1x230V, 50/60Hz

upon request

upon request

D... = three phase current 3x400V, 50/60Hz

It is highly recommended to run the motors with at least 150V (1x230V) resp. at least 230V (1x400V)!
3x400V - motors: also frequency converter FFU3-... available!

Automatic speed control with accessories available on inquiry
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