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Wiring diagram AP - F-AC 0.5
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**remote control: FS10 - IP20 / HF

IMPORTANT!!!

STOP / error reset -Vin<1V;
START / RUN -Vin>1V;

Operation display (2 x LED)
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GND - 0V ]
L - phase
N - neutral
PE - earth

Vin - input voltage (0 - 10V)
TK - Motorthermokontakt

. 1 -cable
10 - IP66 3

State LED_RED LED_GREEN Description
1 ON OFF STOP -Vin<1V
2 OFF blinks START -Vin>1V
3 OFF ON RUN -Vin>1V
4 ON ON if RUN Vin < 1 V more than 3 seconds =>

blinks OFF motor brakes
Error display

Error LED_RED LED_GREEN Error description
1 blinks blinks motor START not possible
2 1 impulse OFF motor current to high
3 2 impulses OFF supply voltage to high/low
4 3 impulses OFF motor temperature to high
5 4 impulses OFF controller temperature to high

Error reset = Vin = OVII!

If fault persists or by error repetition pls. call us!!!

FISCHBACH Luft- und Ventilatorentechnik GmbH
Am Hellerberg 22- 24 D-57290 Neunkirchen

Tel 0049/ (0)2735/777-0

E-Mail: “1technik@fischbach-luft.de

Gerat:

F-AC 0.5 - Fischbach-AC-Controller 0.5
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